EMPLACEMENT TYPE

OUTSIDE

DOWNRANGE LANES CENTER
DISTANCE 1 thru 3 LANES
(METERS) 8 thru 10 4 thru 7

100

SIT MIT

WIDENED
EMPLACEMENT

200

SIT MIT

300

SIT MIT

400

Widened SIT (2 SIT's) SAT, MIT, and SIT (DTA)

500

SIT (DTA) MIT and Widened SIT (2 SITs)

600

SIT (DTA) MIT, SAT and SIT Array (Detail 1)

700

SIT (DTA) Widened SIT (2 SITs)

800

SIT (DTA) SAT and SIT Array (Detail 1)

900

1000

1100 SAT

1500 SAT

DTA - Double Target Arm
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GRAVEL ACCESS ROAD
WITH AREA FOR VEHICLE
MOUNTED WEAPON FIRING
(LANES 4 THRU 7)
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SIT (STATIONARY INFANTRY TARGET)
WIDENED SIT EMPLACEMENT

MIT (MOVING INFANTRY TARGET)

SAT (STATIONARY ARMOR TARGET)

IRON MAIDEN

25 METER WIDE BASELINE
WITH FOXHOLES
(TYPICAL ALL LANES)

NOTES:

1. THIS RANGE SUPPORTS LIGHT THRU HEAVY MACHINEGUN, MK-19 AND M21/24/10 SNIPER

2. SUPPORT FACILITIES TO BE SITE ADAPTED TO MEET LOCAL REQUIREMENTS.

3. SEE DETAL 1FOR OPTIONAL TARGET ARRAYS, CENTER 4 LANES (4 THRU 7) AT 600 AND 800 METERS.

4. SIT AND SIT(DTA) ARE STANDARD EMPLACEMENTS (CD-01): WIDENED SITs REFER TO THE
WIDENED SIT EMPLACEMENT FOR THE INSTALLATION OF 2 MECHANISMS (CD-02).
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