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NOTES:
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LOCAL REQUIREMENTS.

. TARGET LAYOQOUTS IN EACH LANE ARE IDENTICAL.
. SUPPORT FACILITIES MUST BE SITE ADAPTED TO MEET

. THE MILITARY POLICE FIREARMS QUALIFICATION COURSE IS SHOWN

OVERLAYED ON THE COMBAT PISTOL QUALIFICATION COURSE.

NETWORK CABLING.

. THE CONTROL TOWER IS APPROXIMATELY 20M FROM THE MPFQC FIRING LINE

. CIRCUIT LAYOUT IS TYPICAL FOR LANES BEGINNING WITH SITS 1,15, 29 AND 43.
. CIRCUIT LAYOUT IS TYPICAL FOR LANES BEGINNING WITH SITS 57, 71 AND 85.

. LIGHT POLE CONTAINS TWO HALOGEN AND TWO INCANDESCENT FLOOD LIGHTS.

. FIBER TO THE FIRST TARGET MAY BE REPLACED WITH CATSE, IF RUN FROM
TOWER IS UNDER 90M. DISTANCE BETWEEN TARGET EMPLACEMENTS IS LESS
THAN 90M ALLOWING ALL OTHER RUNS TO BE SHIELDED CAT5E OR BETTER

BEHIND FIRING LINE.
TYP FOR 2
SEE NOTE 7.

tEIj SIT (STATIONARY INFANTRY TARGET)

N LMX LATERAL LIMIT MARKER, X IS A REPRESENATIVE NUMBER.

o PORTABLE BARRICADE (0.6 WIDE X 1.98M HIGH AT 10M FROM MPFQC FIRING LINE
START; 0.6IM WIDE X 0.76M HIGH AT 20M FROM MPFQC FIRING LINE START)

o BOOT (HOLDING BOOT FOR MAGAZINE TABLE STAND LOCATED AT CPQC FIRING LINE
START: TARGET BOOT FOR MPFQC LOCATED 35M FROM MPFQC FIRING LINE START)

USX(Y) DIRECT BURIED 3/C POWER CABLE - X INDICATES SIZE IN AWG.
OF 3/C CABLE IN TRENCH.

(Y) INDICATES NUMBER
(Y) NOT SHOWN FOR SINGLE 3/C CABLE.

FOX DIRECT BURIED FIBER OPTIC CABLE - X INDICATES NUMBER OF B-STRAND CABLES. X NOT

SHOWN FOR SINGLE 6-STRAND.

CATSE DIRECT BURIED SHIELDED CATS5E NETWORK CABLE.
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