NOTES TO DESIGNER:
1. REFER TO THE BERM THICKNESS FIGURES LOCATED IN THE DESIGN MANUAL

TO DETERMINE THE REQUIRED BERM THICKNESS.

ALL RETAINING WALLS MUST BE DESIGNED USING SITE SPECIFIC GEOTECHNICAL
DESIGN PARAMETERS OBTAINED FROM A SUBSURFACE INVESTIGATION.
RETAINING WALLS MAY BE CONSTRUCTED OF TREATED TIMBERS, RAILROAD
TIES, CAST-IN-PLACE CONCRETE OR PRECAST CONCRETE. THE WALL SHALL
BE DESIGNED SUCH THAT THE TOP 300mm (MIN) OF THE WALL CAN BE
REMOVED AND REPLACED IN SECTIONS.

3. BERM SLOPES SHOWN AS 3:1. SLOPES MAY VARY AS REQUIRED BY SITE

4. MAXIMUM ANGLE OF FIRE IS 11° FOR TANK GUNNERY AND 15° FOR AERIAL GUNNERY.

SPECIFIC GEOTECHNICAL REPORT.

S. EMPLACEMENT MAY BE RESIZED AND COMBINED WITH A POWER CENTER. COORDINATE

/
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WITH THE ELECTRICAL DESIGN TO DETERMINE THE PROPER SIZE NEEDED FOR THE
TARGET MECHANISM AND THE ELECTRICAL POWER EQUIPMENT.
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GENERAL NOTES:

1. CONCRETE SHALL DEVELOP A MINIMUM COMPRESSIVE
STRENGTH OF 28 MPg IN 28 DAYS.

ALL REINFORCING STEEL SHALL BE PER ASTM A615, GRADE 60.

. IF RETAINING WALLS ARE CONSTRUCTED OF TREATED TIMBERS,
RAILROAD TIES, OR CONCRETE MEMBERS FILTER FABRIC SHALL BE
INSTALLED BEHIND THE WALLS. FABRIC SHALL EXTEND THE FULL
HEIGHT OF THE WALL.

4. AREAS DISTURBED BY CONSTRUCTION ACTIVITIES SHALL BE
REVEGETATED OR RESURFACED CONSISTENT WITH THE NATURAL

won

SURROUNDINGS. GROUND COVER SHALL NOT REDUCE TARGET VISIBILITY.
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