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PENETRATION FOR POWER TO THE DBB

MAY BE PLACED IN THIS AREA.

NOTES:

ENCLOSURE SHALL BE A GALVANIZED STEEL SHEET METAL
NEMA TYPE 4 ENCLOSURE, IN ACCORDANCE WITH NEMA 250,
WITH DIMENSIONS AS SHOWN. ENCLOSURES SUBJECT TO

SALT LADEN OR OTHER CORROSIVE ATMOSPHERES SHALL BE
STAINLESS STEEL. ENCLOSURES NOT SUBJECT TO CORROSIVE
ATMOSPHERES SHALL BE FINISHED WITH AN EPOXY OR ALKYD-
RESIN TYPE PAINT IN ADDITION TO THE HOT-DIP GALVANIZED
COATING.

BOLT ENCLOSURE TO MOUNTING BRACKETS OR WALL. ENCLO-
SURES MOUNTED TO CONCRETE WALLS MUST BE MOUNTED
WITH SPACERS BETWEEN THE WALL AND THE ENCLOSURE. DO
NOT FLUSH-MOUNT.

CONNECT GROUND WIRE TO MOUNTING BOLT.

TOTAL PENETRATIONS MAY NOT EXCEED 14. DESIGNER SHALL
SPECIFY THE NUMBER AND SIZE OF PENETRATIONS FOR EACH
DBs.

FITTINGS DESCRIBED ON SHEET E-04 SECTION B SHALL BE
USED TO SEAL ALL CABLE PENETRATIONS.

LOCATION OF THREADED, COLLARED STUD IS CRITICAL.

THERE SHALL BE ONLY ONE CABLE RQUTED THROUGH EACH
CONDUIT ENTERING THE DATA CABLE BREAKOUT BOX.

THREADS AND COLLAR OF STUDS WILL BE FREE OF PAINT AND
RUST AND WILL BE COATED WITH AN ELECTRICALLY
CONDUCTIVE OXIDE-INHIBITING COMPOUND. STUDS SHALL BE
WELDED TO DBB. PROVIDE ONE NUT FOR EACH STUD.

CABLES PULLED INTO THE DBB SHALL HAVE 1829 EXCESS
(BFRECETLEE"(S;THS) COILED IN THE DBB FOR TERMINATION
Y H .

. PROVIDE PERMANENT CABLE TAGS SHOWING CABLE DESTINATION

ON THE CABLES AT THEIR POINT OF ENTRY INTO THE DBB.

DIMENSIONS AND CORRECT INSTALLATION OF THIS ITEM ARE
CRITICAL. THIS IS A TARGET INTERFACE ITEM.
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