MCACES GOLD Version 5.31 Release Notes

April 7, 2000

I. Configuring Your System for GOLD 5.31

Memory Requirements

There must be at least 530Kb (542,720 bytes) of conventional memory free

prior to running MCACES GOLD Version 5.31.  The MAPMEM (or MEM.EXE) program

may be run from the DOS command line to detect the availability of free

conventional memory.  Any available expanded or extended memory will be

utilized during processing as swap space and will thus speed up operation;

if none is available, the hard disk drive will be used for swap space.

Disk Space Requirements

The MCACES GOLD Version 5.31 software and related system files require approximately 8,500,000 bytes of hard disk space.  

Editing the CONFIG.SYS or CONFIG.NT file:

For GOLD to run properly under Windows 95 or 98, your CONFIG.SYS file

must contain the following command:

        FILES=80

Note:   80 is the minimum.  Higher numbers are also acceptable.

If you are running under Windows NT or 2000, you must edit the CONFIG.NT  file in the following way:

        FILES=80

If you are not using disk caching software, BSD also recommends that you 

have a BUFFERS= statement in the CONFIG.SYS file and set the number to 15 or higher (e.g. BUFFERS=15).

Add these commands to your CONFIG.SYS or CONFIG.NT file, if necessary, before you install GOLD.  Refer to your DOS documentation for instructions on editing the CONFIG.SYS file.

II. Installing the GOLD Software

Installing Over a Previous Version

It is recommended that version 5.31 of the software be installed in the

same subdirectory as your 5.30 version.  If you install the software to a

new directory, you will need to edit the Printer Setup Stings under the

ADMIN menu, to accomodate your current printer settings.

To install over a previous version, begin at the DOS prompt in your current

Gold directory and proceed to step 3 below.

To install on a new computer:

Begin this procedure with the DOS prompt at the root directory or hard drive default directory.

1. To create the GOLD directory, type:

        MD\GOLD

   and press Enter.

2. To change to the GOLD directory type:

        CD\GOLD

   and press Enter.

3. Insert the Program 1 diskette in Drive A or any valid floppy drive.  

   Then type:

        a:install

   (where 'a' is the drive designation), and press Enter.

Result: A series of messages is displayed as the GOLD directories are 

created and the program files are expanded and installed.  When all 

the files on the first diskette have been installed, you are prompted to insert the next diskette.

4. Insert the Program 2 diskette in the floppy drive and press Enter.

Result: Messages are displayed as the program files are expanded and 

installed.  You are then prompted for the next diskette.

5. Repeat Step 4 for the third Program diskette.

Result: When the last program files have been installed, the system 

displays a text file version of this document (README.TXT).  A bar 

at the bottom of the screen shows what keys you can use to move 

through the file.

6. After you have examined the file, press the Esc key.

Result: You are returned to the DOS prompt at the GOLD directory.

Note:   You can also review the text file at a later time by using the View 

Reports Using Viewer option on the Reports Menu.

Refer to the Gold documentation for instructions on operating the software.

