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SECTION 01070

CUTTING, PATCHING, AND REPAIRING

01/97

PART 1 GENERAL
1.2 REFERENCES (Not Applicable)

1.2 OVERVIEW OF SECTION

1.2.1 General

This section pertains to the provision of all cutting, removing, replacing, patching, repairing, restoration, refinishing, and similar type work as necessary to existing work scheduled to remain, and to new work required to be cut or uncovered. All existing facilities damaged as a result of the construction activities shall be restored to a condition equivalent to that prior to the start of work, except where otherwise shown or specified.

1.2.2 Extent of Work under this Section

Extent of work includes uncovering work to provide for installation of ill-timed work, removal, and replacement of defective work or work that does not conform to the contract documents, installation for new work to be installed in existing construction, and as necessary to make several parts fit.

PART 2 PRODUCTS

2.1 MATERIALS

Materials for replacement, repairing, patching, restoration, and similar type work shall conform to applicable sections of the specifications for new materials or work. Where existing materials and/or installations are not covered by the specifications, such materials shall match existing. All excess materials resulting from cutting and removal work shall be removed from the site.

PART 3 EXECUTION

3.1 INSPECTION AND EXECUTION

3.1.1 Inspection Requirements

Inspect all existing conditions of work for possible movement or damage during cutting or uncovering procedures. After uncovering work, inspect conditions affecting installation of new products. Do not proceed with any further cutting, patching, or repair work if defects are observed, or if any unsafe condition exists.

3.1.2 Preparation

Prior to cutting or uncovering work, provide all bracing and supports as required to maintain the structural integrity of the project. Prior to restoration work, properly prepare existing surfaces to receive new materials so as to provide a proper bond or joining.

3.2 CUTTING AND DRILLING

The Contractor shall do all cutting and drilling of existing walls, partitions, ceilings, floors, etc., as necessary for installation of the new work as shown, including cutting of holes and other openings for new plumbing, mechanical, and electrical work. Cutting shall be performed by hand or small power tools; holes and slots cut neat and to size required, with minimum disturbance of adjacent work; cut holes in concrete slabs for pipes and conduit with core drills of proper sizes. Cut holes in concrete slabs with power saw. Jack hammering or pneumatic tools are not an acceptable method for cutting. Openings shall be covered temporarily when not in use and patched as soon as work is installed. Structural members shall only be cut or modified with approval and certification of a professionally registered Structural Engineer.

3.3 PATCHING AND REPAIRS

3.3.1 General

Existing work shall be cut, altered, removed, temporarily removed and replaced, or relocated as required for the performance of work indicated on the drawings. Work remaining in place that is damaged or defaced by reason of alteration or demolition shall be restored to a condition equivalent to that prior to the start of work. Contractor shall be responsible for coordinating all patching and repairing involving the various trades, whether or not specifically mentioned under the respective sections.

3.3.2 Blending New Work with Existing Surfaces

Where alterations or removals expose damaged or unfinished surfaces or materials, such surfaces or materials shall be refinished or replaced as necessary to make continuous areas uniform. Where new work occurs in an existing unfinished area, the work shall be done to render the new work inconspicuous.

3.3.3 Restoration of Utilities

Where utilities are removed, relocated, or abandoned, they shall be capped, valved, or plugged to make a complete and working installation as required. Resulting holes and damaged surfaces shall be properly patched to match adjacent undisturbed surfaces or prepared to receive new finish as applicable.

3.3.4 Restoration of Surfaces

All surfaces affected by patching and repair work shall be restored to match existing surfaces. Repainting of affected areas or surfaces shall match color and shade of existing painted surfaces.

-- END OF SECTION --

